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This bulletin covers operating specifications, product specificetions, ard required tesis for
Raymond Mill gro.nd rew gypsura. Separcte product specifications are listed for each type
Raymend MI” preduct according to use and producing plant.

PRODUCING FLANTS: Long Beach, Artisch, Scattle, Jacksenville, arnd Delonco
Type 1 Type 2 Type 3 Type 4 il
USES: Ground Rew Gypsum  Ground Raw Gypsum  Ground Raw Gypsum  Grourd Raw Gypsum !
Boord Stucco Hardwall Stucco Gauging and Aridized Plaster
(5-1) (5-3) Costing Stucco Stucce (S-5A)
(5-4)
. Board Accelerator Agricultural
(BG~1) Gypsum

OPERATING SPECIFICATIONS:

1. Producea frem pebble gypsum (Bulletin R- 2) by grinding in high side or low side Raymnnd
Mills.

2. Feed rate to the mills shall be maintained vniform. At Jackssrville and Delsnco, dry rock
fed to the pebble gypsum bin as requived to enable proper Rayinend Mill feed rate control .

[

!

3

|

The discharge air temperature above the Raymond Mill cha!l not exceed 2502 F in order to i
prevent premature celcination of ground gypsuim. |
i

I

4. Ad]usrmenfs in Rcymond Mill opsrations shall be made as required to maintain product specifi-

cation conformunce. The 100 mesh screen test is used as the control basis

5. Reoymond Ml” cperating instructions shall he posted beside each Rovmeond M cante! ponel
to be used by the operators to maintain uniferm prowucr oual:ry. In additicn ta slgri= o and
shut-down prcceu“res instruciicons shouid include racsired whizzer spcccl ditfarential mill

pressure runge, miil drive moter Smperagde, ommp settirgs and prozuct finznass spectiico-

tions for eoch product,

6. All pariinent eperating dats shall be recorded of the time of sreduct sampling along viith

producs fm“ncss test resueiis,
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PRODUCT SPECIFICATICONS: TYPE 1 GROUND RAW GYPSUM

Long Beach Antioch Seaftle Jacksorville & D :lanco
Fineness ’
Retained on 30 mesh (%) 0.5 max. 0.5 max. 0.5 max. 0.5 max.

Passing 103 mesh (%) 78-284 88-%94 94-99 2199

NOTE: At Long Beach, Jacksonvi”é, arnd Delanco Type 1 Ground Raw Gypsum used for aridized
hardwall plaster shall be produced from coarse rock screered as for Type 2 Ground Paw Gypsum. . -

TYPE 2 GRCUND RAW GYPSUM

At Long Beach, Type 2 Ground Raw Gypsum shall be produced frem coorse rock sereened i
over a 0,268 x 0.75 inch vibrating screen to produce maximum purity rock for good com- '
pressive strength and white color on plester products, ‘ i

Long Beach Antioan Seattls Jacksonville & Delanco :

Fineness i
Retained on 30 mesh (66) 0.5 max. 0.5max. 0.5 max. 0.5 mex. i
Passing 100 mesh (%) 78-34 91-94 $6-100 96-100 i

|

|

|

NOTE: [

TYPE 3 GRCUND RAW GYPSUM i
All Plants ’

Fineness E
Retained on 30 mesh (%) 15.0 max. :
Passing 100 mesh (3%) 58-68 |

!
. f
NQOTE: I

1. Af Long Beach, Tvoe 3 Ground Raw Cypsum shall be produced from coarse rock sereened over
a 0.268 x 0,75 inch vibreting szreen to preduce maximum purity reck for geed compressive
strength and white color on plaster products.

2. At Antioch, Type 3 Ground Raw Gypsum shall be produced from conrse rock screened over a.
0.375 x C.375 inch vibroting screen to produce moximum purity rock for good compressive
strengih end white color on glaster products.
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TYPE 4 GROUND RAV GYPSUM

Long Beach  Antioch  Seattle  Jucksonvilie & Delanco
g

Fineness
Retained on 30 mesh (55) 0.5 max. 0.5max. 0.5 mex. 0.5 max.
Passing 100 mesh (%) 78-34 85-90 96-100 96~100
i
NOTE: At Long Beach Type 4 Ground Raw Gypsum shall be

reduced from coarse rock screened as for Type 2 Grourd Raw Cypsum.
P P YP

REQUIRED TESTS:

1. Raymond Mill Cortrol - By Operators !

a. When the product is within spacifications, o minimum of two random samples per
shifr shall be taken from ecch operating mill. One sample sha!l be taken at the r
beginning of the shift; the other near the middie of the shift.

b. Test frequency shall be increased os required fo maintain preduct specification
conformance. Proper mill adjusiments defined by the mill supervisor shall b
made as required based upon fineness test results, '

c. All test results and mi!l adjustments made shall be recorded.

2. Raymond Mill Tests - By Laberatery

i

1

i

. e - . 1
a. A minimum of one sample per day shall b2 takzn from the kettle feed supplied by cach |
mill and sholl be tested for free water and purity. Test each sample for fineness accord— |

ing to the specifications listed on Poges 2 and 3 of this Bullztin, :

|

1

1

|
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b. If hot pit hardwall stucco normal consistency is low or variable, chloride tests sha!l be
made as required e 3w Gy pl VI i

c. More frequent testing for free water and puiity should Le scheduled when new chinnient :
of rock is recelved and when stockpile is low. ,
1
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